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. . . TYPICAL TRENCH DETAIL
Establish location of property lines and

conform to all setback requirements on et
the approved Plot Plan. WIDTH

Dig footings to the prescribed depth and
width specified on the plan. Excavation
shall be free of debris and roots to 12
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inch depth. a‘é‘;%gg

Install forms. Forms shall result in a fi- STEP #1 - TRENCH DUG

nal structure that conforms to shape, WOOD BRACED
lines and dimensions of the members as STEP #2 - FORMS PLACED
required by the design drawings. Forms ; ANCHOR BOLT
shall be substantial and sufficiently tight INSTALLED WHILE

to prevent leakage. Forms shall be prop-
erly braced and tied together to maintain
position and shape.

Pipe and conduit penetration projecting
through the footing or stem wall shall be
properly sleeved.
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All concrete shall be thoroughly consoli- POURED
dated by suitable means during place-

ment and shall be thoroughly worked BACKFILL —
around reinforcement and embedded fix-
tures and into corners of forms.

All form boards and stakes shall be
removed in such a manner not to
damage the structure. No wood shall

remain in contact with concrete after STEP #5 - FILL & BACKFILL

form removal.
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CONCRETE IS
STILL PLIABLE
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STEP.#B - CONCRETE STEP #4 - FORMS REMOVED

This information is available in an alternative format by request to the Development Services Center
at (562) 570-6651 or (562) 570-6793 TDD - Visit our website at www.ci.long-beach.ca.us/plan
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